Key:

- Denotes 200mm Rockwool quilt between existing joists, with additional 200mm quilt laid in the opposite direction. 200mm C24 joists laid in the opposite direction to the existing floor joists, new plywood deck laid over to the extents shown.
- Denotes acoustic upgrading to existing floor.
- Denotes perimeter walls that are to be thermally upgraded using 50+ 12.5mm Celotex PL4000 on dot and dade.
- Denotes new acoustic upgrading, to existing walls.
- Denotes new acoustic upgrading to existing partitions.

NOTES:

- Do not scale from this drawing, use figured dimensions only.
- All dimensions to be checked on site.
- All drawings to be read in conjunction with other contract documentation.
- Any discrepancies to be reported to the Contract Administrator before any work commences.

STUDENT ROOM 5

STUDENT ROOM 6

single bed

wardrobe/drawers

bedside table

Battery Salto Lock

N1

wardrobe/drawers

N6

Battery Salto Lock

N6

B

E

SD

IT

B

SD

IT

DS01

Existing 4 Panel upgraded to 30 FRSC

DS02

Existing 4 Panel upgraded to 30 FRSC

DS03

Existing 4 Panel upgraded to 30 FRSC

WS01

Existing

WS02

Existing

WS03

Existing

WS04

Existing

TRV

USB

WIFI

SHOWER ROOM

Platform for water tank

Boarded walkway 1200mm wide

1:50

NOTES:

Do not scale from this drawing, use figured dimensions only.
All dimensions to be checked on site.
All drawings to be read in conjunction with other contract documentation.
Any discrepancies to be reported to the Contract Administrator before any work commences.

ST CATHARINE'S COLLEGE
115 AND 117 GRANTCHESTER MEADOWS
PROPOSED SECOND FLOOR PLAN

BUILDING SURVEYING
JS
10/09/2015
1:50
A1

CONSTRUCTION
Trumpington Road
Cambridge CB2 9LD
t: 01223 841841
f: 01223 845150
bidwells.co.uk

Key:

- Denotes 200mm Rockwool quilt between existing joists, with additional 200mm quilt laid in the opposite direction. 200mm C24 joists laid in the opposite direction to the existing floor joists, new plywood deck laid over to the extents shown.
- Denotes acoustic upgrading to existing floor.
- Denotes perimeter walls that are to be thermally upgraded using 50+ 12.5mm Celotex PL4000 on dot and dade.
- Denotes new acoustic upgrading, to existing walls.
- Denotes new acoustic upgrading to existing partitions.

British Gypsum Gyp Wall Classic lightweight non-loadbearing drywall partition system. Partitions to consist of Gypframe C studs at 600mm centres (where possible), with 50mm Isover Acoustic Partition Roll APR 1200 between studs, to receive two layers of 12.5mm Gyproc Sound Bloc board to each side, with taped joints and skim finish.

Low level boxing to receive new foul waste.

Waste from shower to run within the floor space.

British Gypsum Gyp Wall Classic lightweight non-loadbearing drywall partition system. Partitions to consist of Gypframe C studs at 600mm centres (where possible), with 50mm Isover Acoustic Partition Roll APR 1200 between studs, to receive two layers of 12.5mm Gyproc Sound Bloc board to each side, with taped joints and skim finish.

Low level boxing to receive new foul waste.

Waste from shower to run within the floor space.

STUDENT ROOM 6 PARTITION RELOCATED TO ACHIEVE ADDITIONAL HEADROOM.

SOCKETS RELOCATED WHERE POSSIBLE TO AVOID ACOUSTIC WALLS

SHOWER ROOM LAYOUT AMENDED.

GENERAL REVISION.

British Gypsum Gyp Wall Classic lightweight non-loadbearing drywall partition system. Partitions to consist of Gypframe C studs at 600mm centres (where possible), with 50mm Isover Acoustic Partition Roll APR 1200 between studs, to receive two layers of 12.5mm Gyproc Sound Bloc board to each side, with taped joints and skim finish.

Low level boxing to receive new foul waste.

Waste from shower to run within the floor space.

STUDENT ROOM 6 PARTITION RELOCATED TO ACHIEVE ADDITIONAL HEADROOM.

SOCKETS RELOCATED WHERE POSSIBLE TO AVOID ACOUSTIC WALLS

SHOWER ROOM LAYOUT AMENDED.

GENERAL REVISION.

British Gypsum Gyp Wall Classic lightweight non-loadbearing drywall partition system. Partitions to consist of Gypframe C studs at 600mm centres (where possible), with 50mm Isover Acoustic Partition Roll APR 1200 between studs, to receive two layers of 12.5mm Gyproc Sound Bloc board to each side, with taped joints and skim finish.

Low level boxing to receive new foul waste.

Waste from shower to run within the floor space.